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In the claims: 

Please cancel claims 5, 6, 7 and 8. 
Please cancel claims JO, IL^and 1 2 
Please cancel claims 14<n5^nd 16. 
Please cancel claims 1 StH 9 and 20. 
Please cancel claims 22, 23 and 24. 
Please cancel claim 29. 

Please delete claims 1 , 2, 3, 4, 1 3, 25 and 30 and replace as follows: 
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1 . (Once amended) A livestock pen for transportifig livestock by rail, 
truck or on a container ship with other standardized freight containers, 
comprising: 

a. a platform based container open sidecf, said platform based 
container open sided lacking rigid side walls and having a base similar 
to that of a platform container, said platfo/m based container open 
sided being formed with corner fittings tof allow stacking of said 
rectangular platform based container open sided with other said 
standardized freight containers, and saia platform based container 
open sided being rectangular in shape^^ndjj 

b. a plurality of panels erected m\kv\6fdov\neoXed to said platform 
based container open sided, cxeBXmgja^i^^^sed area on said 
rectangular platform based contajjne/ e^ij^ided for containing 
livestock; and 

c. an impermeable membrane installed in said enclosed area, said 
impermeable membrane coveringysaid base and extending up said 
panels a selected distance for containing waste produced by said 
livestock. 



15 



20 



25 



2. (Once amended) A livestock pdS for transporting livestock by rail, truck 
30 or on a container ship with other standardized freight containers, comprising: 
a. a platform based comtainer open sided , said platform based 
container open sided lackmg rigid side walls and having a base similar 
to that of a platform con/ainer, said platform based container open 
sided being formed withf corner fittings to allow stacking of said 
35 rectangular platform b/sed container open sided with other said 
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standardized freight containers, and said platfo/m based container 
open sided being rectangular in shape; 

b. at least one panel erected on said platfdrm based container open 
sided such that an enclosed area on said platform based container 
open sided for containing livestock exists; 

c. an impermeable membrane installed irf said enclosed area, said 
impermeable membrane covering said base/and extending up said 
enclosed area a selected distance for containing waste produced by 
said livestock. 

(Once amended) The livestock pen of c/aim 1 , wherein: 

a. said platform based container opjen sided comprises: 

1 . a base having a top and 

2. a perimeter extending ar^ufifl saffl top of said base, 
defined by two side edges an^n/^^M^dges, 

3. said side edges and sa'ygi er^ §dges meeting at four 
corners, 

4. said rectangular platf^rm^ased container open sided 
having four posts of equal neight, attached to said base, located 
at said four corners and expending from said top of said base, 

5. said posts togetheiy with said two side edges and said 
two end edges defining pur perimeter planar areas extending 
perpendicular to said bape and from said top of said base at said 
perimeter of said base, 

6. at least one of saidi 
air during transit of said 
open sided; and whefein 

b. at least one of said plurality of panels erected on and connected 
to said rectangular platform based container open sided, creating an 
enclosed area on said redtangular platform based container open sided 
for containing livestock, iextends across said one of said four perimeter 
planar areas open to saip air and extending perpendicular to said base. 



erimeter planar areas being open to the 
rectangular platform based container 
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4. (Once amended) The jpvestock pen of claim 2, wherein: 
35 a. said platform based container open sided comprises: 

1 . a base having a top and a bottom. 
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2. a perimeter extending around said tfop of said base, 
defined by two side edges and two end edges, 

3. said side edges and said end edge^p meeting at four 
corners, 

4. said rectangular platform based dbntainer open sided 
having four posts of equal height, attached to said base, located 
at said four corners and extending from said top of said ba&e, 

5. said posts together with said two side edges and said 
two end edges defining four perimetCT planar areas extending 
perpendicular to said base and from ^aid top of said base at said 
perimeter of said base, 

6. at least one of said perimeterf planar areas being open to 
the air during transit of said rectan^^£i4af;^platform based 
container open sided; and wher^ 
said at least one panel erected^ 
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based container open sided such the 
rectangular platform based containef 
livestock exists, extends across sale 
areas open to said air and extendingj 



icKrectangular platform 
cl^j^d area on said 
n sjged for containing 
oT said four perimeter planar 
pendicular to said base. 



13. (Once amended) The livestock penfof claim 1, wherein: 

one of said panels is formed with a flange hook that anchors said 
panel to said rectangular platform/based container open sided. 



25 25. (Once amended) The livestock ^en of claim 2, wherein said panel 
comprises: 

a. a frame having a top ancf a bottom; and 

b. a flange hook mounted lo the bottom of said frame that anchors 
said panel to said rectangular/platform based container open sided. 



30. (Once amended) A method of transporting livestock, comprising: 

a. erecting an enclosure^on a platform based container open sided 
with panels, said platform pased container open sided lacking rigid side 
walls and having a base similar to that of a platform container, said 
35 platform based container/open sided being formed with corner fittings 

to allow stacking of saiq rectangular platform based container open 
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sided with other said standardized freight^ontainers, and said platform 
based container open sided being rectangular in shape, said enclosure 
having an impermeable membrane installed in said enclosure, said 
impermeable membrane covering said b/se §^ extending up said 



enclosure a selected distance for cent 
livestock; 

b- loading livestock into said enclj 

c. loading said platform based c 
means of transport; 

d. moving said means of transport; 

e. unloading said livestock frQ(rn said enclosure 
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